
 

 
Jederzeitige Änderungen vorbehalten.Es obliegt dem Besteller, vor Verwendung des Produktes selbst zu prüfen, ob es sich auf mögliche 
anwendungswirksame Einflüsse für den von ihm vorgesehenen Verwendungszweck eignet. Alle in diesem technischen Datenblatt 
enthaltenen Angaben stellen Richtwerte dar. 
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0283        leitfähig 25-40 Ωm - UL 94, Stärke: 1 - 40 mm                                           Datum: 07.2016 

Härte (ASTM D 2240): 35° – 50° Shore 00  

Farbe: schwarz 

Temperaturbeständigkeit  
(7 Tage lang getestet):  

-40° C bis + 80° C, kurzzeitig + 115°C 

Zerreißfestigkeit (ISO 34-1 (B-a)): 3,7 kN/m  

Bruchdehnung (ISO 1798-97): 187 %  

Zugfestigkeit (ISO 1798):  830 kPa  

Rohdichte (ISO 845-88): 155 ± 25 kg/ m³  

Spezifikation (ISO 3795 UL94): FMVSS 302  

Wasseraufnahme (ASTM D 1056-0: 1,1 %  

Umweltschutz: 
1907/2006(REACH)_2000/53/CE_ 
2002/95/CE(ROHs)_IMDS_GADSL_CFC free 

 

Ozonbeständigkeit (ISO 1431-1): 
 

20 % Dehnung/ 30 °C/ 200 pphm, keine Risse 

Drückverformungsrest  
(ASTM D 1056-07): 

22 h/ 50 %/ 23 °C     19 %   ≤ 25 % 
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We reserve the right to make changes at any time. Before using the product, it is the responsibility of the purchaser to check for himself 
whether it is suitable for his intended use with regard to possible influences affecting the application. All data contained in this technical 
data sheet are approximate values. 
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English: Technical data sheet     cellular rubber CCB/CR 
 
 
 

0283          conductive 25-40 Ωm - UL 94, thickness: 1 - 40 mm                                   date: 07.2016 

hardness (ASTM D 2240): 35° – 50° Shore 00   

color: black 

temperature range  
(7 days tested): 

-40° C to + 80° C, short term + 155°C 

tear strength (ISO 34-1 (B-a)): 3,7 kN/m  

elongation at break (ISO 1798-97): 187 %   

tensile strength (ISO 1798): 830 kPa  

density (ISO 845-88): 155 ± 25 kg/ m³  

specification (ISO 3795 UL94): FMVSS 302  

water absorption (ASTM D 1056-07): 1,1 %  

environmental protection: 
1907/2006(REACH)_2000/53/CE_ 
2002/95/CE(ROHs)_IMDS_GADSL_CFC free 

 
ozone resistance (ISO 1431-1): 
 

20 % strain/ 30 °C/ 200 pphm, no cracking 

compression set (ASTM D 1056-07): 22 h/ 50 %/ 23 °C     19 %   ≤ 25 % 
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